
DISCOVER THE LED DIFFERENCE
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Eco Growtech is a Canadian owned and operated 
company. We are based out of Kelowna BC and have 
roots in the Kootenay cannabis culture. 
Our product line consists of cutting edge and 
eco-friendly LED Grow Lights for all stages of growing, 
as well as Controls & Automation - both are available for 
commercial and residential applications. 
Our Services include Consulting and Training 
to ensure the success of our clients.

FROM SEED TO HARVEST



THE 
BENEFITS 

OF OUR 
LED GROW 

LIGHTS

INCREASE PRODUCTION EFFICIENCY
By drawing less power at the wall and producing less 

heat our LED grow lights will reduce your cost per 

gram.

INCREASE LIFESPAN

Our commercial LED lights have a lifespan of 50,000 

hours before any light degradation of the LED diodes. 

That’s 11.5 years on a 12/12 cycle.

ENERGY SAVINGS

Our LED grow lights consume 50 - 65% less electricity 

than traditional lighting systems while providing the 

same amount of light energy.

LOWER OPERATING TEMPERATURE

Our commercial LED lights produce only 40 - 50% of 

the heat of HID lighting, dramatically lowering HVAC 

costs.

ENVIRONMENT FRIENDLY
Our LED grow lights are 100% recyclable. Unlike 

HID and fluorescent lights, they do not contain toxic 

substances like Mercury. Our lights are certified 

by RoHS, guaranteeing environmentally conscious 

manufacturing practices.



COMMERCIAL 
LED BAR LIGHT 
WITH REMOTE DRIVER BOX

We also offer a 4 bar (550 watt) light and a 

4 bar (320 watt) It is often used for mother 

plants and vegetative growth stages. 

Our standard 2 channel control system  

enables you to control up too 100 lights per 

channel.

The drivers can be mounted on the back 

of the fixture with the supplied brackets or 

remote mounted with extension cables.

•	 Non toxic
•	 Large light footprint
•	 Custom spectrums available

RECOMMENDED 
HANGING HEIGHT
12 - 24 INCHES ABOVE CANOPY

OUTPUT OPTIONS
320W - 4 BAR

550W - 4 BAR

650W - 8 BAR

1100W - 8 BAR

SPECTRUM OPTIONS
- FULL SPECTRUM (SPRING)

- VEG SPECTRUM (SUMMER)

- FLOWER SPECTRUM (FALL)

Please inquire about custom chip selection.

Our 650 watt and 1100 watt lights come fully 

assembled and folded in half. This makes 

for very short installation times. The frame 

is made up of a three-sided track system 

using standard M5 track hardware. This 

gives you the ability to hang the lights either 

horizontally or vertically. This feature also 

gives you the ability to connect the lights 

together using a joining bracket between 

the three sided track system. This option 

excels in commercial applications and 

racking systems. For commercial growers 

we also offer a three-phase option up to 

528 Vac.

Our lights use the latest Samsung 

and Osram horticulture chip technol-

ogy and come with high efficiency and 

Inventronics drivers. 

We consider the 650 watt and 550 watt  

lights to be the minimum to flower canna-

bis in a 5’x5’ area while using 45-65% less 

power and generating 40-50% less heat 

compared to a 1000 watt HPS.

If you are looking to dramatically increase 

the light output (photon energy) in 

comparison to a DE 1000 watt HPS, we 

recommend our 1100 watt 8 bar light. 

This bar light has an efficacy rating of up to  

3.2µmol/J and PPF rating of 3520µmol/S. 

This model produces over 50% more usable 

photons than a 1200 watt HPS. EGT - 650
up to 2.9 µmol/J 

1885 µmol/S
Three Spectrums Available

EGT - 1100
up to 3.2 µmol/J 
3520 µmol/S
Three Spectrums Available
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8 BAR 
SPECIFICATIONS

SIZE

FIXTURE WEIGHT

GROSS WEIGHT

INPUT POWER

WORKING VOLTAGE

MOUNTING HEIGHT

BEAM ANGLE

COVERAGE

LIFESPAN

WORKING ENVIRONMENT

WORKING FREQUENCY

LED CHIP TYPE

EFFICACY

IP RATING

PPF

WARRANTY

42.5”W x 42.8”L x 1.6”H

36.2 lbs (16.4 kg)

40.7 lbs (18.5 kg)

1100W & 650W

110-277 VAC (277-480V Optional)

12”-24” (Flower) • 24”-36” (Veg)

110 Degree

recommended 6’.6’ Veg | 4.5’x4.5’ Flower

50,000+ Hrs

0-40°C | 10-90% RH

50-60 HZ

Samsung LM301 / OSRAM 660NM

up to 3.2 & 2.9 µmol/J

IP65 Water Resistant

3520 & 1885 µmol/S

5 years

The 8 bar fixture is available in 1100W and 650W

ABOVE CANOPY

1100 PPFD at 18”
1100 PPFD at 24”
650 PPFD at 18”
650 PPFD at 24”

1860 µmol/m2/s avg. over 4’x4’
1250 µmol/m2/s avg. over 4’x4’
1260 µmol/m2/s avg. over 4’x4’

950 µmol/m2/s avg. over 4’x4’



SIZE

FIXTURE WEIGHT

GROSS WEIGHT

INPUT POWER

WORKING VOLTAGE

MOUNTING HEIGHT

BEAM ANGLE

COVERAGE

LIFESPAN

WORKING ENVIRONMENT

WORKING FREQUENCY

LED CHIP TYPE

EFFICACY

IP RATING

PPF

WARRANTY

21.2”W x 42.8”L x 1.6”H

17 lbs (7.7 kg)

21 lbs (9.5 kg)

550W & 320W

110-277 VAC (277-480V Optional)

12”-24” (Flower) • 24”-36” (Veg)

110 Degree

5’x5’ Veg 

50,000+ Hrs

0-40°C | 10-90% RH

50-60 HZ

Samsung LM301 / OSRAM 660NM

up to 3.2 & 2.9 µmol/J

IP65 Water Resistant

1760 & 942 µmol/S

5 years
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4 BAR 
SPECIFICATIONS
The 4 bar fixture is available in 550W and 320W

ABOVE CANOPY

550 PPFD at 18”
550 PPFD at 24”
320 PPFD at 18”
320 PPFD at 24”

1046 µmol/m2/s avg. over 4’x4’
763 µmol/m2/s avg. over 4’x4’
722 µmol/m2/s avg. over 4’x4’
517 µmol/m2/s avg. over 4’x4’



DIMENSIONS

FIXTURE WEIGHT

MAX POWER

LIGHTING COVERAGE

PPE

PPF

LED COUNT

HPS EQUIVALENT

DIMENSIONS

FIXTURE WEIGHT

MAX POWER

LIGHTING COVERAGE

PPE

PPF

LED COUNT

HPS EQUIVALENT

13.2”x13.2”x6.7”

29.7 lbs (13.47 kg)

660W

5’x5’

2.9 µmol/J

1914 µmol/s

2880 white & 96 red

1000W HPS

20.3”x14.4”x6.7”

39.6 lbs (17.96 kg)

860W

6’x6’

2.9 µmol/J

2494 µmol/s

4320 white & 144 red

1200W HPSSI
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HIGH MOUNT LED 
SPECIFICATIONS
This fixture is available in 660W and 860W

EGT-660-HM
SIRIUS 660 HIGHMOUNT

EGT-860-HM
SIRIUS 860 HIGHMOUNT

Are you an HPS grower? 
We have a solution to lower your operating costs 
without any added installation hassle!
Introducing our newest LED that is a 1:1 HPS 
replacement.



This custom 12 Bar Rack Light, as 
show on this page, is used for vertical 
farming. It is installed in a test facility 
where we are comparing our lighting 
systems against competitors. 

The light size, spectrum and number 
of bars is completely customizable to 
fit your rack needs.

Please contact us for more details.

CUSTOM RACK 
LIGHTING



SINGLE-LED BAR KITS 
80/140WPER 

BAR

The single LED Bar Lights are designed to offer supplemental light 

to your grow space. The main application of this lighting kit is to be 

wall mounted and used as sub canopy lighting. It will deliver light 

to the lower areas of the canopy to increase plant mass and quality 

of the lower flowers. The light can also be hung in your grow space 

or mounted in a rack for propagation or Pre Veg.

4 BARS PER KIT

SIZE 43” L x 3”W x 2”H

WORKING VOLTAGE 110-277 VAC auto-sensing 
driver technology (277-480V 
optional)

LIFESPAN 50,000 hours

BEAM ANGLE 110 Degree

COVERAGE 4x5 Veg

LED CHIP TYPE Top Bin Samsung LM301B / 
OSRAM 660NM

WORKING ENVIRONMENT 0-40C 10%-90% Relative 
Humidity

EFFICACY 3.2 & 2.9 µmol/J

IP RATING IP65 water resistant

WARRANTY 5 years

SPECIFICATIONS

550W

320W

•	 Impact and shatter resistant
•	 �Non-toxic - Eliminating the mercury found in T5 bulbs
•	 �Easy installation with supplied clips
•	 Available in our 3 Spectrums
•	 5 Year Warranty

ALL OPTIONS WITH MULTIPLE BARS OR STICKS 
ONLY HAVE 1 DRIVER

OPTIONS
4 BARS - 320 W 
PART# �EGT-SS2-FS (FULL SPECTRUM) 

EGT-SS2-FSV (VEG SPECTRUM) 
EGT-SS2-FSF(FLOWER SPECTRUM)

4 BARS - 550 W 
PART# �EGT-SS4-FS (FULL SPECTRUM) 

EGT-SS4-FSV (VEG SPECTRUM) 
EGT-SS4-FSF (FLOWER SPECTRUM) 

- 3.2 µmol/J

- 2.9 µmol/J

- 1760 µmol/S PPF

- 942 µmol/S PPF



SUPPLEMENTAL 
LED BAR LIGHTS

These bars are designed to bolt into the EGT-650 and EGT-1100 bar lights and 

be controlled as a separate stand-alone supplemental lighting system. 

This gives growers the ability to perform different functions using different 

light spectrums.

Custom spectrums available upon request.

4 SPECTRUM OPTIONS AVAILABLE

UV Bars: 

30 watt. Spectrum: 310nm

This spectrum is designed to be used 

during the last weeks of flower to 

stimulate the trichome production, 

increasing potency of the crop.

Emerson Effect Bars: 

60 watt. Spectrum: 730nm / 660nm

This spectrum is designed to take 

advantage of the Emerson effect which 

increasing the photosynthetic activity 

of the plants.

Flower Initiation Bars: 

30 watt. Spectrum: 730nm

This spectrum is designed for flower 

initiation and is used to shorten the 

overall grow cycle time.

Blue Bars: 

60 watt. Spectrum: 440nm

This spectrum is designed to round out 

the Spectrum. It can be used in veg to 

keep the internodal spacing tighter and 

can also be used in the flowering cycle 

to increase trichome production and 

increase potency of the crop.



What are trichomes? 

Simply put, trichomes are the sticky, gooey resin glands on the 

cannabis flower that hold all of the THC, CBD, CBG, terpenes, and 

other important cannabinoids.

It is now believed that the lighting choice, aside from genetics, 

is the most important factor in trichome production. Studies are 

showing that cannabis flowers will produce higher levels of THC 

when receiving UV-B lighting during the last two weeks of flowering 

and UV-A throughout the flowering stage. These spectrums cause 

stress to a cannabis plant. In response to the stress, the cannabis 

plants will start to produce more trichomes, which is a plant’s 

natural defense mechanism. It basically acts as sunscreen against 

the intense light. ECO Growtech lights offer a unique full spectrum 

of light, which include IR ( infrared ). Our supplemental light 

options can add UV-B and UV-A wavelengths to your grow space

INCREASE 
YOUR 
TRICHOME 
PRODUCTION 
WITH 
LED



We are committed to providing our clients with efficient, reliable and environmentally friendly grow lighting & 
horticulture solutions that will make a positive impact on grams per watt production for any size of facility. 

 
We will save you money, conserve electricity and 

stand behind the quality of our products!

HAPPY GROWING!

ECOGTECH.COM
+1 (250) 258-4760
info@ecogtech.com


